
Ringo Box



Ringo Box 1.1
Ringo Box 2.1

Ringo Box 1.2
Ringo Box 2.2

Ringo Box
Luminaria disponible en 4 tamaños. 
Lumina i re  ava i lab le  in  4  s izes  

Montaje / Mounting
Empotrable / Recessed

No dim - Dali

Always Black Box
Siempre Caja Negra

Acabados / Finishes

Regulación
Transformer type

Colour temperature
Temperatura de Color

 >90-95 for 1.1 -1.2  
 >82-85 for 2.1 -2.2  

CRI

Ángulo apertura
Beam angule

20°- 30° - 50º for 2.1 -2.2 
40° for 1.1 -1.2 

2700ºK - 3000ºK - 4000ºK

Min. 120 mm
RINGO BOX 1.1
RINGO BOX 1.2

Min. 150 mm
RINGO BOX 2.1
RINGO BOX 2.2

109 x 109mm 109 x 202mm

LED Panasonic
6.2W - 615 lm - CRI 90

10.4W - 1070 lm - CRI 95

LED Panasonic
2x6.2W - 2x615 lm - CRI 90

2x10.4W - 2x1070 lm - CRI 95

RINGO BOX 1.1 RINGO BOX 1.2

115 208

115

115

137 x 137mm 137 x 258mm

LED Panasonic
2x11.8W - 2x1870 lm - CRI 85
2x17.3W - 2x2640 lm - CRI 85
2x25W - 2x3505 lm - CRI 85

LED Panasonic

RINGO BOX 2.1 RINGO BOX 2.2

11.8W - 1870 lm - CRI 85
17.3W - 2640 lm - CRI 85
25W - 3505 lm - CRI 85

143 264

143

143

50º



Ringo Box F 1.1
Ringo Box F 2.1

Ringo Box F 1.2
Ringo Box F 2.2

Ringo Box - F
Luminaria disponible en 4 tamaños. 
Lumina i re  ava i lab le  in  4  s izes  

Montaje / Mounting
Empotrable / Frameless

No dim - Dali

Acabados / Finishes

Regulación
Transformer type

Colour temperature
Temperatura de Color

 >90-95 for 1.1 -1.2  
 >82-85 for 2.1 -2.2  

CRI

Ángulo apertura
Beam angule

20°- 30° - 50º for 2.1 -2.2 
40° for 1.1 -1.2 

2700ºK - 3000ºK - 4000ºK

CLICK

99 x 99mm 99 x 192mm

LED Panasonic
6.2W - 615 lm - CRI 90

10.4W - 1070 lm - CRI 95

LED Panasonic
2x6.2W - 2x615 lm - CRI 90

2x10.4W - 2x1070 lm - CRI 95

RINGO BOX F 1.1 RINGO BOX F 1.2

97 190

97

116

127 x 127mm 127 x 248mm

LED Panasonic
2x11.8W - 2x1870 lm - CRI 85
2x17.3W - 2x2640 lm - CRI 85
2x25W - 2x3505 lm - CRI 85

LED Panasonic

RINGO BOX  F 2.1 RINGO BOX F 2.2

11.8W - 1870 lm - CRI 85
17.3W - 2640 lm - CRI 85
25W - 3505 lm - CRI 85

125 246

125

145

Always Black Box
Siempre Caja Negra

Min. 120 mm
RINGO BOX F 1.1
RINGO BOX F 1.2

Min. 150 mm
RINGO BOX F 2.1
RINGO BOX F 2.2

50º


